
GV Standard PitchVent

Small Frame

Used for glass between 26mm & 34.8mm thickness

(typically used for double glazed units)

GV Standard PitchVent

Large Frame

Used for glass between 44mm & 52.8mm thickness

(typically used for triple glazed units)

A A

B B

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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PitchVent Section Views

[1] Example glazing unit: Toughened double glazed unit

- 6mm HST toughened outer pane

- 20mm argon-filled cavity, black warm edge spacer

- 6mm HST toughened soft coat low-E inner pane

 

[2] Example glazing unit: Toughened triple glazed unit

- 6mm HST toughened outer pane

- 16mm argon-filled cavity, black warm edge spacer

- 6mm HST toughened soft coat low-E mid pane

- 16mm argon-filled cavity, black warm edge spacer

- 6mm HST toughened soft coat low-E inner pane

For Both Frames

 

For general dimensions, see GV drawing

202-ASS-001

 

For installation information, see GV drawings

202-ASS-002

202-ASS-003

202-ASS-004

Glazing unit [1]

Factory-applied low-modulus neutral-cure

silicone (matt black as standard) with

polyetyhlene explanded foam backing rod

Factory-applied structural adhesive seal

Factory-applied low-modulus neutral-cure

silicone (matt black as standard) with

polyetyhlene explanded foam backing rod

39mm polyamide breaks for

excellent thermal insulation

Polyester powder-coated

external aluminium framework

(RAL7015 slate grey as standard)

Factory-applied PIR insulation

Polyester powder-coated

internal aluminium framework

(RAL9010 pure white as standard)

Staged silicone bubble & blade

seals for exceptional airtightness

& thermal performance

Factory-applied structural

foam glazing tape

Factory-applied structural adhesive seal

Glazing unit [2]
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Removable hood for access

during product maintenance

Factory-applied structural

foam glazing tape

Removable hood for access

during product maintenance

Polyester powder-coated

external aluminium framework

(RAL7015 slate grey as standard)

Factory-applied PIR insulation

Polyester powder-coated

internal aluminium framework

(RAL9010 pure white as standard)

Staged silicone bubble & blade

seals for exceptional airtightness

& thermal performance

39mm polyamide breaks for

excellent thermal insulation

Cover plate present for chain

actuated products only

Cover plate present for chain

actuated products only


