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Flushglaze kerb detail

N/A

402 - Flushglaze

N/A

N/A

N/A

NTS - Ref only

A

Increased to A3 drawing to include wall abutment detail

PGW

26/5/2011

B

Amended critical dim to 150mm
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Drawn Date: 06/01/2011

Drawing No:

402-ASS-051

Drawn By: PGW

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

Angular = ±0.5 degree

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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INTERNAL VISIBLE OPENING

(Dependant on thickness of structural kerb and internal finishes)

KERB WIDTH

Critical dimension - Customer to specify on order

(Includes external weathering)
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KERB PITCH

Customer to specify on order

(Refer to variant sales drawing for MIN/MAX)
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PLEASE NOTE: All of the kerb structure to be constructed by the customer.  Refer to S0009 for other

wall configurations and kerb pitches. If any variables do not match this standard detail, contact Glazing Vision.

Flat top sealing surface 

(no steps or undulations 

exceeding ±2mm)

Fully weathered

exterior surface

Fully weathered

exterior surface

Flat top sealing surface 

(no steps or undulations 

exceeding ±2mm)
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KERB WIDTH

Critical dimension - Customer to specify on order

(Includes external weathering)

INTERNAL VISIBLE OPENING

(Dependant on thickness of structural

kerb and internal finishes)

150Critical mm MIN between

 outer edge of kerb and wall

150Critical mm MIN between

 outer edge of kerb and wall

PLEASE NOTE: Configuration below is of a 1 wall abutted Flushglaze and is for illustrative purposes.  

Flushglaze units are available in various configurations.

For further information, please seek assistance from our Sales team.

Kerb mounting detail

150Critical mm MIN clear wall face

 for mounting and weathering finishes

Wall mounting detail

Structural wall

Check specific product

details for pitch requirements

Check specific product

details for pitch requirements


