
Section A-A ( Scale 1 :05 )

Detail B ( Scale 1 : 2 )

Section H-H ( Scale 1 : 25 )

Section C-C through corner join detail

 (Scale 1:2)

Section M-M ( Scale 1 : 30 )
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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 404 - GV Standard Pyramid

Description:

Materials:

Finish:

Weight: 742.851 kg

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:

404-ASS-404

JWL
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Initial release

JWL

10.03.14

B

(rev A Skipped ) Updated to change  Stainless steel safety angle'' to 

aluminium

HTT

19.11.19

HL

19.11.19

Section through elongated pyramid

8.5mm

Factory applied low modulus neutral

cure silicone (Standard = Matt Black)

Factory applied structural 

glazing tape

Polyester power coated

aluminium safety angle

(Standard =  RAL9005 Jet black)

Internal opening dependent on kerb thickness and internal finishes

Kerb Span

Critical dimension. Includes all weathering finishes

(Customer to specify)

Insulated glass unit

Polyester powder coated

external aluminium framework

(Standard = RAL7015 Slate grey)

Polyester powder coated

Internal aluminium framework

(Standard = RAL9010 pure white)

Butyl seal applied during installation

(supplied by Glazing Vision)

Factory applied PIR Insulation

Powder coated aluminium clip on 

cover to hide structural kerb fixing

No.12 x 2 1/2'' Stainless steel

woodscrew with packers

(Supplied by Glazing Vision)

45° 45°

Factory applied low modulus neutral 

cure silicone (Standard = matt black)

with polythylene expanded foam backing rod

23mm


