>

Section through corner join detail
(Scale1:2)

Factory applied low modulus neutral
cure silicone (standard = matt black)
with polyethylene expanded

foam backing rod

45°

Powder coated aluminium clip on
cover to hide structural kerb fixing
No.12 x 2 1/2" Stainless steel
woodscrew with packers

(supplied by Glazing Vision)

23mm

*Standard double glazed unit comprises:

Section A-A (Scale1:5)

A3

Detail B ( Scale 1:2)

Ridge detail

Factory applied low modulus neutral
cure silicone (standard = Matt black)

Factory applied structural
glazing tape

Polyester powder coated stainless
steel safety angle
(standard = RAL9005 Jet black)

Insulated glass unit*

Polyester powder coated

Factory applied PIR insulation

Butyl seal applied during installation //
(supplied by Glazing Vision) .

Internal opening dependant on kerb thickness and internal finishes

internal aluminium framework
(standard = RAL9010 Pure White)

Polyester powder coated
external aluminium framework
(standard = RAL7015 Slate grey)

6mm Clear HST toughened outer
20mm Warm edge argon filled silicone sealed spacer
6mm Clear HST soft coat low E toughened inner

Kerb Span
Critical dimension. Includes all weathering finishes
(Customer to specify)

Triple glazed option available ~
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